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PRODUCT BT o O — BULLETEN NO:  B-134
GYPSU FRODUCTS | CITEIR EHRATHHG DATE: 9715/
5/81 INPREGRATED CORE PAGE: 1or 2
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A”Pp(“JALS TYPE X CANCELS: B-134
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IROPICTING PLANTS: Delunca, Anticeh, Seattle, Rosaric, Jacksonville,

CORN FORMUTA:  (Lbe/MSF) A1 Plants

Roard Stucce (S-1, S-2 1650-1850
Paper Fiber (B-G-1 0=-15

Vermiculite Ore (Rd~B28) ' 2225
Glans Fiber (B-G-1) : 3.8m4.2
Stareh (RM-B114) D125
Corz Foawlng fgent

ALS or AAS (B-(1) 0,217

Tignin (B-G-1) 3.5-4.5
S, [ \ } . } )
Frnd Teim (B-G-1) 0-35
Fotassiun Sullate {(B-G-1) 4.5=5.5
(In solution)
Hetarder {5.G-1) 0-0.3
Hydrated Iime {M.P3) 0-0.5
Asphalt-Wex Faulsion o-11
(Cal/MsSF)
ROTE: Rotate inverniory of Asphalt-Wex Fmulsicn. Do not use Emulgion over
00 days old without pretesting.
Peper Tiners: Sheathing Paper both sides (Bulletirn TM-B1 A,B,0)
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PAOnUnST

YRS FROIUCTS

APPROVALS:
L

v
ASTM

070

GYPSUL SHEATIING

5/8% TMPPEGNATEL CORE

TYFPL X

DATE:
PAGE:

BULLETIN NO:

B-13A
a/15/70
2 of 3

DATE:

CANCELS:

Bu13A
12/31,67

GUYRATING SharTeTCATION .

J. Slurry 3Siump, inches

A
J

{Hefer to Process Bulletin B-0-2 for Censral
Speeifieaticns)

2. SBlurry Setting Time minutes

Wet Slurry Weight, lbhgleu. 1.

3
4. Wel Compregsive Streng

5. Prirvting - Use yellow ink for all orinting on sheathing,

th, psi

shall read "Water Fenellent'.

A1 Plants
(Fzxcept as MHoted)

4=1/2 — 7
2 - 4=3/4
75 - 85

175 - 400

Back printing

PRODUCT SPECIFICATIONS:  (Refer to Product Fulletin B-G-4 for Gereral

S

Vet Weight (Lbs/MST)
Ury Weight (1bsASF)
Evaporstion Loss (1os/NEF)

3y

Thicknsss - Average (inch)

Thiclmess - Individual Res

Fdges: 24" wide sheathing
48" wide sheathirg

Tdge Hardnese at Teke-off

Ind Peel =fter Sawing (inc
Flexural Strength, miniman

fLeross grain (1bs,)
Paraliel "

ding (ineh)

{(1ba.)

h)

pecifications)

f11 Plants
5200 - 3500
2100 = 2400
1000 ~ 1200

LE04 = 640

Tongus and groove

Sgquare
&.0 minimum
1/2 maximum

180
62

010 from average

KG2000596




Cypsur Sheathing BULLETIN NO:  B-134
DATE: 9/15/70
5/8" TMPREGNATID CORE PAGE, 3 of 3

2

APPROVALS:

CANCELS: B-134

RayiA DATE: o 5/27/05

Naflecticon at
Across pra
Parallcl

Punch Test

Fzee (ine
Hack

Face (ine
Back "

Water Immersic

Face printing

Hote: Do not

]

FRODUCT SPECIFICATIONS:  {Gefer 1o Troduct Bulletin B-G-4 for General

Jpecificetiong)
All Plants
Break, minizum

in  (inen) = 0.2
: : 0.1

Lk

o

a

1bs,) 700 - 1100

iodulus of Bupture 260 maximum

Twlst Teel, maxinar solilt

h) ' 3/4
3/4

E
Test, maxirum 5.0

Zond at High Humidity, mawimum peel

h) 1/2
i/2

n Teat, & Hoursg

Waxinwwn weight gain (1) 10

(Tods test is made according to the procedure specilied in ASTM C473).

chall read: nE/EN VLAISER TYPE XU 0¥ HIAL HASIVY u8/Cu

nse U.L. bundling tape on 5/3" Type X Sheathing.
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